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ICC/ANSI A117.1-2010

INTERNATIONAL PLUMBING CODE
NATIONAL ELECTRICAL CODE
ZONING ORDINANCE:

INTERNATIONAL MECHANICAL CODE
INTERNATIONAL FIRE CODE
INTERNATIONAL ENERGY CONSERVATION CODE
INTERNATIONAL BUILDING CODE

ACCESSIBILITY CODE

2012 EDITION
2011 EDITION

DUCHESNE CITY : CURRENT ADDITION

2012 EDITION

2012 EDITION
2012 EDITION
2012 EDITION

DESIGN CRITERIA

APPLICABLE CODES OTHER CRITERIA

2012 EDITIONNFPA 101 LIFE SAFETY CODE
UTAH JUDICIAL FACILITY DESIGN STANDARDS
U.S. ACCESS BOARD - JUSTICE FOR ALL: DESIGNING ACCESSIBLE COURTHOUSES
DFCM DESIGN CRITERIA AND GUIDELINES

DEFERRED SUBMITTALS
DEFERRED SUBMITTALS ARE DEFINED AS THOSE PORTIONS OF THE DESIGN THAT ARE
TO BE SUBMITTED TO THE BUILDING OFFICIAL, DURING THE CONTRACT PERIOD, AFTER
THE SELECTION OF THE SPECIFIC PRODUCT HAS BEEN MADE.  AFTER REVIEW BY THE
DESIGN PROFESSIONALS, THE DEFERRED SUBMITTALS WILL BE FORWARDED TO THE
BUILDING OFFICIAL WITH AN ACCOMPANIED LETTER FROM THE ARCHITECT STATING
THAT THE DRAWINGS ARE IN CONFORMANCE WITH THE DESIGN.  DEFERRED
SUBMITTAL ITEMS ARE NOT TO BE INSTALLED UNTIL THEY HAVE BEEN REVIEWED BY
THE DESIGN PROFESSIONALS AND THE BUILDING OFFICIAL.  DEFERRED SUBMITTALS
SHALL BE PROVIDED AS IDENTIFIED ON SHEET GI110, "NON STRUCTURAL COMPONENT
CHECKLIST."

These drawings comply with all the requirements of the DFCM Standards,
as found at the following website: www. dfcm.utah.gov

DFCM ENHANCED ACCESSIBILITY STANDARDS

ADDITIONAL REQUIREMENTS
REQUIRED DOCUMENTS FOR CERTIFICATE OF
OCCUPANCY OR FINAL APPROVAL
1. CODE INSPECTION REPORT RECOMMENDING THAT A CERTIFICATE OF

OCCUPANCY BE ISSUED
2. A CODE INSPECTION REPORT RECOMMENDING THAT FINAL APPROVAL

OF THE PROJECT BE GIVEN
3. FINAL REPORT FROM THE SPECIAL INSPECTION AGENCY
4. CERTIFICATE OF FIRE CLEARANCE FROM THE STATE FIRE MARSHAL
5. REPORT OF THE DISINFECTION OF THE POTABLE WATER SYSTEM, IN

ACCORDANCE WITH INTERNATIONAL PLUMBING CODE, SECTION 610
6. A STAMPED AND SIGNED FINAL REPORT FROM THE STRUCTURAL

ENGINEER WHEN STRUCTURALLY OBSERVATION IS REQUIRED BY
INTERNATIONAL BUILDING CODE SECTION 1710

7. FINAL REPORT FROM THE SPECIAL INSPECTOR AND MECHANICAL
ENGINEER WHEN SMOKE CONTROL IS REQUIRED (REPORTS MUST
COMPLY WITH INTERNATIONAL BUILDING CODE SECTION 909.18.8.3)
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David Peterson
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STRUCTURAL ENGINEER
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380 West 800 South, Suite 100
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Frank Potter
fpotter@dunn-se.com www.dunn-se.com
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MECHANICAL ENGINEER
Spectrum Engineers
324 South State Street, Suite 400
Salt Lake City, UT 84111

801.328.5151
801.328.5155

Dave Weseman
dew@spectrum-engineers.com www.spectrum-engineers.com

MOBILE:CONTACT:
E-MAIL:
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FAX: INTERNET:

ELECTRICAL ENGINEER
Spectrum Engineers
324 South State Street, Suite 400
Salt Lake City, UT 84111
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Jim Morris
jpm@spectrum-engineers.com www.spectrum-engineers.com

APPROVALS

Duchesne County Date 1
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GENERAL:
GI001 COVER SHEET
GI002 LEGEND & NOTES
GI100 CODE ANALYSIS
GI101 LIFE SAFETY PLAN
GI171 PHASING PLANS
GI501 EXTERIOR WALL TYPES
GI502 INTERIOR WALL TYPES
GI503 INTERIOR WALL TYPES
GI504 INTERIOR WALL TYPES
GI505 ASSEMBLY TYPES
GI510 CEILING TYPES
GI520 ROOF TYPES
GI701 ACCESSIBILITY COMPLIANCE

ARCHITECTURAL:
AS101 SITE PLAN
AE100 EXISTING PLAN
AE101 OVERALL FLOOR PLAN
AE101a FLOOR PLAN - RENOVATED SPACES
AE101b FLOOR PLAN - NEW ADDITION SPACES
AE110 ANALYTIQUE FLOOR PLAN
AE121 ROOF PLAN
AE201 EXTERIOR ELEVATIONS
AE301 BUILDING SECTION
AE351 WALL SECTIONS
AE352 WALL SECTIONS
AE353 WALL SECTIONS
AE354 PARTIAL WALL SECTIONS
AE401 ENLARGED FLOOR PLAN
AE402 ENLARGED TOILET PLANS & ELEVATIONS
AE701 TYPICAL DETAILS

DUCHESNE COUNTY
JUSTICE CENTER
PROJECT SITE

MECHANICAL:
TO BE PROVIDED IN DESIGN DEVELOPMENT PHASE

PLUMBING:
TO BE PROVIDED IN DESIGN DEVELOPMENT PHASE

ELECTRICAL:
TO BE PROVIDED IN DESIGN DEVELOPMENT PHASE

SECURITY/ TELECOMMUNICATION:
TO BE PROVIDED IN DESIGN DEVELOPMENT PHASE
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MATCH LINE

SEE A2222
MATCH LINE TAG

EXISTING WALL TO REMAIN

WALL TO BE DEMOLISHED

NEW WALL

BREAK LINE

CENTER LINE SYMBOL

0'               4'              8'                               16'

REVISION DESIGNATION

ELEVATION SYMBOL

1

T.O. WALL
100'-0"

REVISION NUMBER

ELEVATION ABOVE DATUM
ELEVATION DESCRIPTION

DRAWING SYMBOL LEGEND

000M

CASEWORK TYPE DESIGNATION

CDS NUMBER (M DENOTES
MODIFICATION - SEE SHEET
A551 FOR MODIFIED MILLWORK
ELEVATIONS AND DETAILS)

00"
00"

00"

MODIFICATION DESCRIPTION

AWS STANDARD CDS NUMBERING SYSTEM
WIDTH

HEIGHT
DEPTH

NORTH ARROW
PLAN NORTH

GRAPHIC SCALES

ROUND BREAK LINE

REVISION CLOUD

STAIR TAG

SLOPE INDICATION

1/2" / 12"

DETAIL REFERENCE

A2 A401

A1

A3 INTERIOR ELEVATIONS

DETAIL NUMBER

SHEET NUMBER

A1
A501

DETAIL REFERENCE
DETAIL NUMBER
SHEET NUMBER

A1
A201

EXTERIOR ELEVATION REFERENCE

SHEET NUMBER
DETAIL NUMBER

A1
A302

WALL SECTION REFERENCE

SHEET NUMBER
DETAIL NUMBER

A1
A301

BUILDING SECTION REFERENCE
DETAIL NUMBER
SHEET NUMBER

XX000X
00'-00"

Room name
XX000X

ROOM DESIGNATION (FLOOR PLAN)

ROOM NUMBER
ROOM NAME

A1
A301

DETAIL NUMBER
SHEET NUMBER

ROOM DESIGNATION (REFLECTED
CEILING PLAN)

CEILING HEIGHT ABOVE FINISH FLOOR
ROOM NUMBER

00001

A

1

1

GLASS TYPE DESIGNATION

KEYED NOTE DESIGNATION

WALL TYPE DESIGNATION

EQUIPMENT DESIGNATION

WINDOW DESIGNATION

DOOR DESIGNATION

GLASS TYPE

EQUIPMENT NUMBER

KEY NOTE NUMBER

WINDOW TYPE

DOOR NUMBER

WALL TYPE

101

XXX

N

MATERIAL TYPE DESIGNATION

FINISH NUMBER
SEE AI601 FINISH LEGEND

00001

12"
1/2"

RISE

RUN

TRUE NORTH

CAST-IN-PLACE CONCRETE

CONCRETE MASONRY UNIT

PRECAST CONCRETE / GLASS FIBER
REINFORCED CONCRETE  (GFRC)

STEEL STUDS

WOOD STUDS

BRICK VENEER

RIGID INSULATION

BATT INSULATION

CONTINUOUS MATERIAL

NON CONTINUOUS MATERIAL (BLOCKING)

GYPSUM BOARD

PLYWOOD

GRAVEL

UNDISTURBED EARTH

HATCH LEGEND
NOTE: HATCHING ANGLES MAY VARY DUE TO ANGLE OF WALL
DRAWN, WHILE HATCHING PATTERN REMAINS SIMILAR.

BACKFILL OR FILL

EXTERIOR SHEATHING

LIST OF ABBREVIATIONS

THE PRECEDING LIST OF ABBREVIATIONS IS
PRESENTED AS A GENERAL GUIDE AND
DOES NOT NECESSARILY SHOW ALL
ABBREVIATIONS USED.  OTHER GENERALLY
ACCEPTED ABBREVIATIONS MAY BE FOUND
AMONG THE DRAWINGS - SOME
ABBREVIATIONS SHOWN ABOVE MAY NOT
BE USED WITHIN THIS DRAWING SET.

A
A/C AIR CONDITIONING
AD AREA DRAIN
AFF ABOVE FINISHED FLOOR
AHU AIR HANDLING UNIT
ALUM ALUMINUM
ANOD ANODIZED
ARCH ARCHITECT
@ AT

B
BD BOARD
BLDG BUILDING
BO BOTTOM OF

C
C CELSIUS
CH COAT HOOK
CFCI CONTRACTOR FURNISHED,

CONTRACTOR INSTALLED
CG CORNER GUARD
CI CONTINUOUS INSULATION
CJ CONTROL JOINT
CL CENTERLINE
CLG CEILING
CLO CLOSET
CLR CLEAR
CMU CONCRETE MASONRY UNIT
COL COLUMN
CONC CONCRETE
CONT CONTINUOUS
CORR CORRIDOR
CT CERAMIC TILE
CTJ CONSTRUCTION JOINT
CUH CABINET UNIT HEATER

D
D DEEP
DEG DEGREE
DEMO DEMOLITION
DF DRINKING FOUNTAIN
DIA DIAMETER
DIM DIMENSION
DN DOWN
DS DOWNSPOUT
DWGS DRAWINGS

E
EA EACH
EJ EXPANSION JOINT
EIFS EXTERIOR INSULATION AND FINISH

SYSTEM
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR
EOS EDGE OF SLAB
ERD EXISTING ROOF DRAIN
EQ EQUAL
EQUIP EQUIPMENT
EWC ELECTRIC WATER COOLER
EXIST EXISTING
EXP EXPOSED
EXT EXTERIOR

F
F FAHRENHEIT
FA FIRE ALARM
FACP FIRE ALARM CONTROL PANEL
FDC FIRE DEPARTMENT CONNECTION
FD FLOOR DRAIN
FEC FIRE EXTINGUISHER CABINET
FE FIRE EXTINGUISHER
FG FINISH GRADE
FHC FIRE HOSE CABINET
FIN FINISH
FLR FLOOR
FND FOUNDATION
FO FINISHED OPENING
FOC FACE OF CONCRETE
FOM FACE OF MASONRY
FOS FACE OF STUD
FOW FACE OF WALL
FRG FIBER REINFORCED GYPSUM
FSP FIRE STANDPIPE
FT FEET
FV FIELD VERIFY

G
GA GAUGE
GALV GALVANIZED
GFRC GLASS-FIBER-REINFORCED

CONCRETE
GFRG GLASS-FIBER-REINFORCED GYPSUM
GL GLASS
GWB GYPSUM WALL BOARD
GYP GYPSUM

H
H HIGH
HB HOSE BIBB
HDR HEADER
HM HOLLOW METAL
HPT HIGH POINT
HR HOUR
HT HEIGHT

I
ID INSIDE DIAMETER; INSIDE DIMENSION
IN INCH
INFO INFORMATION
INT INTERIOR

J
JAN JANITOR

K (NOT USED)

L
LAB LABORATORY
LAV LAVATORY
LBS POUNDS
LLH LONG LEG HORIZONTAL
LLV LONG LEG VERTICAL
LPT LOW POINT

M
MACH RM MACHINE ROOM
MAX MAXIMUM
MFR MANUFACTURER
MECH MECHANICAL
MEZZ MEZZANINE
MIN MINIMUM
MO MASONRY OPENING

N
NA NOT APPLICABLE
NIC NOT IN CONTRACT
NOM NOMINAL
NTS NOT TO SCALE

O
OC ON CENTER
OD OUTSIDE DIAMETER;

OUTSIDE DIMENSION
OFD OVERFLOW DRAIN
OH DR OVERHEAD DOOR
OPH OPPOSITE HAND
OPP OPPOSITE
ORIG ORIGINAL

P
P LAM PLASTIC LAMINATE
PLAS PLASTER
PLUMB PLUMBING
PR PAIR
PSI POUNDS PER SQUARE INCH
PSF POUNDS PER SQUARE FOOT
PVC POLYVINYL CHLORIDE

Q
QT QUARRY TILE

R
R RISER OR RADIUS
RAD RADIUS
RCP REFLECTED CEILING PLAN
RD ROOF DRAIN
REF REFRIDGERATOR
REQD REQUIRED
REV REVISION
RH RELATIVE HUMIDITY
RM ROOM
RO ROUGH OPENING
RTU ROOF TOP UNIT
RWL RAIN WATER LEADER

S
S SMOKE DETECTOR
SAM SELF ADHESIVE MEMBRANE
SCHED SCHEDULE
SECT SECTION
SIM SIMILAR
SPEC SPECIFICATION
SS STAINLESS STEEL
STD STANDARD
STRUCT STRUCTURAL

T
T TREAD
TEL TELEPHONE
TEMP TEMPORARY
THK THICK
TOC TOP OF CONCRETE
TOM TOP OF MASONRY
TOP TOP OF PARAPET
TOS TOP OF SLAB; TOP OF STEEL
TOW TOP OF WALL
TYP TYPICAL
TO TOP OF

U
UL UNDERWRITER'S LABORATORIES
UNO UNLESS NOTED OTHERWISE

V
VCT VINYL COMPOSITE TILE
VERT VERTICAL
VEST VESTIBULE
VIF VERIFY IN FIELD

W
W/ WITH
W/O WITHOUT
WD WOOD
WH WALL HYDRANT
WP WORKING POINT
WRB WEATHER RESISTIVE BARRIER

X,Y,Z (NOT USED)
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(SECTION 1005.1)

EGRESS WIDTH

EGRESS COMPONENT WIDTH PER OCCUPANT

OTHER EGRESS COMPONENT WIDTH PROVIDED
OTHER EGRESS COMPONENT WIDTH REQUIRED

(SECTION 503,504 & TABLE 503)

(SECTION 504.2)

ALLOWABLE HEIGHT

HEIGHT INCREASE FOR SPRINKLERS
BASE ALLOWABLE HEIGHT (ABOVE GRADE PLANE)

ACTUAL HEIGHT

(SECTION 602 & TABLE 601)
CONSTRUCTION CLASSIFICATION

(SECTION 503 & TABLE 503)

(SECTION 510)

(SECTION 507)

ALLOWABLE AREA

INCREASED ALLOWABLE AREA PER FLOOR
{At + [ At x If ] + [At x Is ]}
UNLIMITED AREA BUILDING?

ACTUAL AREA
SPECIAL PROVISIONS?

BASE ALLOWABLE AREA PER FLOOR (At)

(SECTION 508.3, 508.4, 508.4.4 & TABLE 508.4)

MIXED OCCUPANCIES-SEPARATED USES

(SECTIONS 302-312)

OCCUPANCY CLASSIFICATION

IBC 2012 - GENERAL CODE REQUIREMENTS
EXISTING / NEW CONSTRUCTION

CODE REFERENCE RENOVATION
(EXISTING)

[Draft 5 - 07.14.04]

ADDITION
(NEW)

MIXED
(A-3 / B)

HEIGHT / STORIES

(TABLE 602)
REQUIRED RATINGFIRE-RESISTANCE RATING - FIRE SEPARATION DIST

< 5' (PARAPET REQUIRED PER SECTION 704.11.1)
>= 5' AND < 10'
>= 10' AND < 30'
>= 30'

(SECTION 903.3)
AUTOMATIC SPRINKLER SYSTEMS PER

903.3.2

(SECTION 1003)

(SECTION 1004.1)

(TABLE 1004.1.1)

MEANS OF EGRESS

DESIGN OCCUPANT LOAD

FLOOR AREA IN SQUARE FEET PER OCCUPANT
ACTUAL FLOOR AREA

SEE SCHEDULE AT LEFT
SEE SCHEDULE AT LEFT

SEE SCHEDULE AT LEFT & SHEET GI101

(SECTION 709.1, 1018.1)

(SECTION 1018.1 & TABLE 1018.1)

(SECTION 1018.2,1005.1)

CORRIDORS

REQUIRED FIRE-RESISTANCE RATING
MINIMUM WIDTH

(SECTION 1020.1, TABLE 1020.1, SECTION 1021.2 & TABLE 1021.2)

EXITS

(SECTION 1103)

(SECTION 1106.1 & TABLE 1106.1)

(SECTION 1106.5)

ACCESSIBILITY

VAN ACCESSIBLE PARKING SPACES PROVIDED:

ACCESSIBLE PARKING SPACES PROVIDED
VAN ACCESSIBLE PARKING SPACES REQUIRED (1/6):

REQUIRED MINIMUM NUMBER OF ACCESSIBLE SPACES
TOTAL PARKING SPACES PROVIDED

(SECTION 2902 & TABLE 2902.1)

SEE SCHEDULE "MINIMUM PLUMBING FACILITIES"
AT LEFT

MINIMUM PLUMBING FACILITIES

16 PUBLIC , 24 SECURE

1, 1

4, 2
1, 1
2, 1

MOST RESTRICTIVE
OCCUPANCY 'A-3' : 9,500 SF

43,225 SF

N/A

1 HOUR
1 HOUR
1 HOUR
0 HOUR

0.2"
64"

1-HOUR
44" OR

PER 1005.1

NO

180"

55'-0" / 2
 20'-0" / 1
21'-0" / 1

19,338 SF

4

FRONTAGE AREA INCREASE (If)
If=[F/P - 0.25] W/30

[467.66' / 586.33' - 0.25] 30/30
= 0.55

SPRINKLER AREA INCREASE (Is) 1 STORY ABOVE GRADE
= 3

(SECTION 506.3)

TYPE
II-B

TYPE
I-B

(TABLE 601), (SECTION 403.2.1.1.2 APPLIES)
FIRE-RESISTANCE RATING - BUILDING ELEMENTS

ROOF CONST INCLUDING SUPPORT
BEAMS AND JOISTS

FLOOR CONST INCLUDING SUPPORT BEAMS
AND JOISTS

BEARING WALLS, INTERIOR

NONBEARING WALLS, INTERIOR
NONBEARING WALLS, EXTERIOR

BEARING WALLS, EXTERIOR

STRUCT FRAME, INCLUDING COLS, GIRDERS &
TRUSSES

REQUIRED RATING
UL LISTING

PER FIRE RESISTANCE RATING - FIRE
SEPARATION DISTANCE BELOW

0 HOUR
N/A

0 HOUR
N/A

0 HOUR
N/A

0 HOUR
N/A

0 HOUR
N/A

1 HOUR
(SEE GI5XX SHEETS)

2 HOUR
(SEE GI501)

2 HOUR
(SEE GI50X SHEETS)

2 HOUR
(SEE GI5XX SHEETS)

1 HOUR
(SEE GI5XX SHEETS)

1 HOUR
1 HOUR
1 HOUR
0 HOUR

NONE

MIXED
(A-3 / B / I-3 /S-1)

55'-0" / 2
 0'-0" / 0
15'-6" / 1

(EQUATION 5-1)

(SECTION 506.2, EQUATION 5-2)

1 HOUR NO SEPARATION
REQUIRED

 A-3 :
UL SF

4

0-HOUR
44" OR

PER 1005.1

0.15"
74"

144"

45 PUBLIC

N/A

N/A
N/A
N/A

 B :
UL SF

 I-3 :
UL SF

 S-1 :
48,000 SF

0

N/A

UL SF

NO

N/A

1,615 SF 11,686 SF 27,536 SF 3,157 SF

NO

N/A

NO

N/A

NO

N/A

3N/A N/A

0.50 0

UL SF UL SF 48,000 SF

A. SEE LISTING FOR FIRE RATING OF WALL TYPES ON
SHEETS GI501 THROUGH GI50x.

B. NOTE:  ONLY WALLS NOTED ON THIS SHEET (GI101)
ARE REQUIRED TO BE FIRE-RATED. SOME WALLS MAY
BE REFERENCED TO A WALL CONSTRUCTION TYPE
WHICH HAS A  FIRE-RATING, BUT THE RATING IS NOT
REQUIRED UNLESS SO NOTED ON THIS SHEET.

C. PENETRATIONS THROUGH FIRE RATED ASSEMBLIES
SHALL BE FIRE STOPPED IN ACCORDANCE WITH
SHEET GI510 & GI511, AND WRITTEN INSTRUCTION
FROM THE MANUFACTURER OF THE FIRE STOPPING
MATERIAL.

D. WALLS AND FLOOR / CEILINGS SURROUNDING EXIT
PASSAGEWAYS SHALL NOT BE PENETRATED WITH
DUCTS, PIPING CONDUITS, ETC. UNLESS NECESSARY
TO SERVICE OR PROTECT THE EXIT ENCLOSURE.
THERE SHALL BE NO COMMUNICATION OPENING OR
PENETRATIONS BETWEEN ADJACENT EXIT
ENCLOSURES. PENETRATION SHALL BE FIRE
STOPPED IN ACCORDANCE WITH THE DETAILS ON
SHEETS GI510 & GI511 AND WRITTEN INSTRUCTION
FROM MANUFACTURER OF THE FIRE STOPPING
MATERIAL.
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ROOMS_OCCUPANT LOAD/SPACE SCHEDULE

Room
Number Room or Area Floor Area Occupancy Classification

Area per Occupant IBC
Occupant

Load
Full Time

Equivalencies
Room

NumberSq.Ft. Type Fixed
1001 WAITING AREA 1,701 SF A-3: Assembly w/o fixed seating: Unconcentrated 15 Net 113.4 1001
1002 TOILET 60 SF B: Business Areas 100 Gross 0.6 1002
1003 MEN 155 SF B: Business Areas 100 Gross 1.6 1003
1004 WOMEN 178 SF B: Business Areas 100 Gross 1.8 1004
1005 APP SPACE 188 SF B: Business Areas 100 Gross 1.9 1005
1006 COURTS PUBLIC WAITING AREA 2,781 SF A-3: Assembly w/o fixed seating: Unconcentrated 15 Net 185.4 1006
1007 SEC. SCREENING 156 SF A-3: Courtrooms 40 Net 3.9 1007
1008 VESTIBULE 250 SF A-3: Courtrooms 40 Net 0 6.3 1008
1009 VESTIBULE 52 SF B: Business Areas 100 Gross 0.5 1009
1010 SECURITY 210 SF B: Business Areas 100 Gross 2.1 2 1010
1011 RECEPTION 295 SF B: Business Areas 100 Gross 2.9 2 1011
1012 GUARDIAN AD LITEM OFFICE 222 SF B: Business Areas 100 Gross 2.2 1 1012
1013 GUARDIAN AD LITEM OFFICE 214 SF B: Business Areas 100 Gross 2.1 1 1013
1014 DEP. CO. ATTY. 188 SF B: Business Areas 100 Gross 1.9 1 1014
1015 DEP. CO. ATTY 188 SF B: Business Areas 100 Gross 1.9 1 1015
1016 DEP. CO. ATTY. 188 SF B: Business Areas 100 Gross 1.9 1 1016
1017 DEP. CO. ATTY. 188 SF B: Business Areas 100 Gross 1.9 1 1017
1018 COUNTY ATTY 250 SF B: Business Areas 100 Gross 2.5 1 1018
1019 VESTIBULE 39 SF B: Business Areas 100 Gross 0.4 1019
1020 CASE MGR. 151 SF B: Business Areas 100 Gross 1.5 1 1020
1021 CONFERENCE 256 SF B: Business Areas 100 Gross 2.6 1021
1022 FILES / STOR. 68 SF B: Business Areas 100 Gross 0.7 1022
1023 TOILET 58 SF B: Business Areas 100 Gross 0.6 1023
1024 LEGAL ASSISTANCE / RECEPTION & FILES 804 SF B: Business Areas 100 Gross 8.0 4 1024
1025 COPY / WORK 47 SF B: Business Areas 100 Gross 0.5 1025
1026 PUB. TERM. 341 SF B: Business Areas 100 Gross 3.4 1026
1027 JUDICIAL SERV. & REP. 820 SF B: Business Areas 100 Gross 8.2 4 1027
1028 COURT CLERK 120 SF B: Business Areas 100 Gross 1.2 4 1028
1029 WORK AREA 120 SF B: Business Areas 100 Gross 1.2 4 1029
1030 CASE MGR. 151 SF B: Business Areas 100 Gross 1.5 1 1030
1031 FLEX OFFICE 148 SF B: Business Areas 100 Gross 1.5 1 1031
1032 FILES / VAULT 172 SF B: Business Areas 100 Gross 1.7 1032
1033 CORRIDOR 546 SF B: Business Areas 100 Gross 5.5 1033
1034 BREAK AREA 408 SF B: Business Areas 100 Gross 4.1 1034
1035 TOILET 55 SF B: Business Areas 100 Gross 0.5 1035
1036 JUV COURT JUDGE 252 SF B: Business Areas 100 Gross 2.5 1 1036
1037 TOILET 60 SF B: Business Areas 100 Gross 0.6 1037
1038 JURY ROOM 525 SF B: Business Areas 100 Gross 5.3 1038
1039 TOILET 51 SF B: Business Areas 100 Gross 0.5 1039
1040 DIST COURT JUDGE 255 SF B: Business Areas 100 Gross 2.5 1 1040
1041 TOILET 54 SF B: Business Areas 100 Gross 0.5 1041
1042 TOILET 62 SF B: Business Areas 100 Gross 0.6 1042
1043 MECHANICAL 455 SF U: Accessory Storage areas, mechanical equipment room 300 Gross 1.5 1043
1044 ELEC 68 SF U: Accessory Storage areas, mechanical equipment room 300 Gross 0.2 1044
1045 DATA 85 SF U: Accessory Storage areas, mechanical equipment room 300 Gross 0.3 1045
1046 VESTIBULE 56 SF B: Business Areas 100 Gross 0.6 1046
1047 4-WAY 73 SF B: Business Areas 100 Gross 0.7 1047
1048 HOLDING AREA 210 SF B: Business Areas 100 Gross 2.1 1048
1049 HOLD 110 SF B: Business Areas 100 Gross 1.1 1049
1050 HOLD 116 SF B: Business Areas 100 Gross 1.2 1050
1051 WOMEN 127 SF B: Business Areas 100 Gross 1.3 1051
1052 MEN 120 SF B: Business Areas 100 Gross 1.2 1052
1053 FLEX OFFICE 136 SF B: Business Areas 100 Gross 1.4 1 1053
1054 VEST. 60 SF A-3: Courtrooms 40 Net 1.5 1054
1055 JUVENILE COURT COURTROOM 1,446 SF A-3: Courtrooms 40 Net 36.1 1055
1055A COURTROOM GALLERY 336 SF A-3: Fixed Seating 0 Fixed 40 40.0 1055A
1056 INTERVIEW 136 SF B: Business Areas 100 Gross 1.4 1056
1057 FLEX OFFICE 151 SF B: Business Areas 100 Gross 1.5 1 1057
1058 VEST. 60 SF A-3: Courtrooms 40 Net 1.5 1058
1059 DISTRICT COURT COURTROOM 1,571 SF A-3: Courtrooms 40 Net 39.3 1059
1059A COURTROOM GALLERY 364 SF A-3: Fixed Seating 0 Fixed 36 36.0 1059A
1060 INTERVIEW 151 SF B: Business Areas 100 Gross 1.5 1060
1061 CORRIDOR 1,209 SF A-3: Courtrooms 40 Net 30.2 1061
1062 HOLD 139 SF B: Business Areas 100 Gross 1.4 1062
1063 HOLD 139 SF B: Business Areas 100 Gross 1.4 1063
1064 HOLDING AREA 302 SF B: Business Areas 100 Gross 3.0 1064
1065 4-WAY 60 SF B: Business Areas 100 Gross 0.6 1065
1066 TRANSFER HALL 261 SF B: Business Areas 100 Gross 2.6 1066
1067 DATA 49 SF B: Business Areas 100 Gross 0.5 1067
1068 TOILET 51 SF B: Business Areas 100 Gross 0.5 1068
1069 CORRIDOR 775 SF B: Business Areas 100 Gross 7.8 1069
1070 INTERVIEW 158 SF B: Business Areas 100 Gross 1.6 1070
1071 VEST. 32 SF A-3: Courtrooms 40 Net 0.8 1071
1072 INTERVIEW 83 SF B: Business Areas 100 Gross 0.8 1072
1073 VEST. 35 SF A-3: Courtrooms 40 Net 0.9 1073
1074 STORAGE 334 SF B: Business Areas 100 Gross 3.3 1074
1075 CIRCULATION 367 SF B: Business Areas 100 Gross 3.7 1075
1076 CLERKS 377 SF B: Business Areas 100 Gross 3.8 6 1076
1077 OFFICE 101 SF B: Business Areas 100 Gross 1.0 1 1077
1078 SHERRIFF SPACE 1,590 SF B: Business Areas 100 Gross 15.9 1078
E163 JUSTICE COURT JUDGE 293 SF B: Business Areas 100 Gross 2.9 1 E163
E302 SECURITY 89 SF U: Accessory Storage areas, mechanical equipment room 300 Gross 0.3 E302
E303 TOILET 111 SF B: Business Areas 100 Gross 1.1 E303
E304 JANITOR 29 SF U: Accessory Storage areas, mechanical equipment room 300 Gross 0.1 E304
E305 TOILET 112 SF B: Business Areas 100 Gross 1.1 E305
E315 JUSTICE COURT COURTROOM 1,153 SF A-3: Courtrooms 40 Net 28.8 E315
E315A COURTROOM GALLERY 387 SF A-3: Fixed Seating 0 Fixed 50 50.0 E315A
E317 INTERVIEW 125 SF B: Business Areas 100 Gross 1.3 E317
E322 JURY ROOM 379 SF B: Business Areas 100 Gross 3.8 E322
E324 TOILET 52 SF B: Business Areas 100 Gross 0.5 E324
E325 TOILET 55 SF B: Business Areas 100 Gross 0.5 E325
E330 WAITING 115 SF B: Business Areas 100 Gross 1.1 E330
E332 PROBATION 136 SF B: Business Areas 100 Gross 1.4 1 E332
E333 PROBATION 150 SF B: Business Areas 100 Gross 1.5 1 E333
E719 EXIT 35 SF B: Business Areas 100 Gross 0.4 E719
E720 ENTRY 36 SF B: Business Areas 100 Gross 0.4 E720

28,173 SF 735.5 44

MINIMUM PLUMBING FACILITES PER IBC 2012 TABLE 2902.1

AREA OCCUPANCY: DESCRIPTION PERSONS

MEN (50%) WOMEN (50%)

DF NOTESMEN
WC /

URINAL
MAX

URINALS LAV WOMEN WC LAV

4481 SF A-3: Assembly w/o fixed seating: Unconcentrated 298.75 149.38 1.49 0.75 1.49 149.38 1.49 1.49 0.30
5972 SF A-3: Courtrooms 149.30 74.65 0.75 0.37 0.75 74.65 0.75 0.75 0.15
1088 SF A-3: Fixed Seating 126.00 63.00 0.63 0.32 0.63 63.00 0.63 0.63 0.13

15907 SF B: Business Areas 159.07 79.54 2.59 1.30 1.99 79.54 2.59 1.99 1.59
725 SF U: Accessory Storage areas, mechanical equipment room 2.42 1.21 0.01 0.01 0.01 1.21 0.01 0.01 0.00

28173 SF 735.55 367.77 5.47 2.74 4.87 367.77 5.47 4.87 2.17

PLUMBING FIXTURES PROVIDED

FIXTURE QTY
WC/ LAV COMBO (DETENTION) 4
WATER CLOSET 14
URINAL 3
LAVATORY 21
DF (2 PER FIXTURE) 2

http://www.archnexus.com/


North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

a

a
3)    Three Story:   A  (3)______
2)    Two Story:   A  (2)______
1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:

a) aA  =

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.
f)    Exterior and Interior Accessibility Route.
e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.
b)    Atriums.
c)    Performance Based Criteria.
d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.
through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

e)    Drinking Fountains:  ______       Service Sinks: ______
d)    Bath Tubs or Showers:  ______
c)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______

a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   __________           Exit Width Provided:   ____________

Element Hours Assembly
ListingListing

Element AssemblyHours

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load: __________________________________

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

Tabular Area:I:

 per Floor (square feet): ____________________________________Actual AreaH:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______

Sprinklers:F:

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines
ADA Accessibility
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy
International Fire Code
International Plumbing Code

International Mechanical Code
International Building Code

A.      Occupancy and Group:  ________    ________    ________    ________     ________

International Fuel Gas Code

        Type of Sprinkler System (IBC 903.3.1)__________________

At A t+ +I fx A t Isx 0.25I  =f F P 30W

b)    Urinals - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

  (table 503): ____________________________________________

/ /

{{

CODE ANALYSIS
APPLICABLE CODES

Year Year

North: ______  South: ______  East: ______  West: ______

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

a

a
3)    Three Story:   A  (3)______
2)    Two Story:   A  (2)______
1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:

a) aA  =

Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.
f)    Exterior and Interior Accessibility Route.
e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.
b)    Atriums.
c)    Performance Based Criteria.
d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building

Code Accessibility Chapters, the more restrictive requirement shall govern.
through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts

FOOTNOTES:

e)    Drinking Fountains:  ______       Service Sinks: ______
d)    Bath Tubs or Showers:  ______
c)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______

a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   __________           Exit Width Provided:   ____________

Element Hours Assembly
ListingListing

Element AssemblyHours

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load: __________________________________

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:

Tabular Area:I:

 per Floor (square feet): ____________________________________Actual AreaH:

Number of Stories:   ______   Building Height: ______G:

Required: ______     Provided: ______

Sprinklers:F:

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guildelines
ADA Accessibility
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy
International Fire Code
International Plumbing Code

International Mechanical Code
International Building Code

A.      Occupancy and Group:  ________    ________    ________    ________     ________

International Fuel Gas Code

        Type of Sprinkler System (IBC 903.3.1)__________________

At A t+ +I fx A t Isx 0.25I  =f F P 30W

b)    Urinals - Required (m) ______ (f) ______  Provided (m) ______ (f) _____

  (table 503): ____________________________________________

/ /

{{

CODE ANALYSIS
APPLICABLE CODES

Year Year

A. SEE LISTING FOR FIRE RATING OF WALL TYPES ON
SHEETS GI501 THROUGH GI50x.

B. NOTE:  ONLY WALLS NOTED ON THIS SHEET (GI101)
ARE REQUIRED TO BE FIRE-RATED. SOME WALLS MAY
BE REFERENCED TO A WALL CONSTRUCTION TYPE
WHICH HAS A  FIRE-RATING, BUT THE RATING IS NOT
REQUIRED UNLESS SO NOTED ON THIS SHEET.

C. PENETRATIONS THROUGH FIRE RATED ASSEMBLIES
SHALL BE FIRE STOPPED IN ACCORDANCE WITH
SHEET GI510 & GI511, AND WRITTEN INSTRUCTION
FROM THE MANUFACTURER OF THE FIRE STOPPING
MATERIAL.

D. WALLS AND FLOOR / CEILINGS SURROUNDING EXIT
PASSAGEWAYS SHALL NOT BE PENETRATED WITH
DUCTS, PIPING CONDUITS, ETC. UNLESS NECESSARY
TO SERVICE OR PROTECT THE EXIT ENCLOSURE.
THERE SHALL BE NO COMMUNICATION OPENING OR
PENETRATIONS BETWEEN ADJACENT EXIT
ENCLOSURES. PENETRATION SHALL BE FIRE
STOPPED IN ACCORDANCE WITH THE DETAILS ON
SHEETS GI510 & GI511 AND WRITTEN INSTRUCTION
FROM MANUFACTURER OF THE FIRE STOPPING
MATERIAL.

CODE COORDINATION NOTES

1-HOUR FIRE BARRIER CONSTRUCTION

LEGEND - LIFE SAFETY

2-HOUR FIRE BARRIER CONSTRUCTION

DIRECTION OF EGRESS

OCCUPANTS AT POINT OF EGRESS
MAX EGRESS TRAVEL DISTANCE

3-HOUR FIRE WALL CONSTRUCTION

EXIT

OCCUPANTS AT POINT OF EGRESS

#
250'-0"

FIRE EXTINGUISHER CABINETFEC

#

EX
IT

EXIT

EXIT

EXIT

EXIT (JAIL ONLY)

A-3 OCCUPANCY
Courtroom: Unconcentrated

1504 sf / (40 sf / occ) = 38 occ

3
9

2222221

3

6

2

A-3 OCCUPANCY
Courtroom: Unconcentrated

1628 sf / (40 sf / occ) = 41 occ

A-3 OCCUPANCY
Courtroom: Unconcentrated

1157 sf / (40 sf / occ) = 29 occ

A-3 OCCUPANCY
w/o Fixed Seating:

Unconcentrated
1780 sf / (15 sf / occ) = 119 occ A-3 OCCUPANCY

w/o Fixed Seating:
Unconcentrated

3245 sf / (15 sf / occ) = 217 occ

A-3 OCCUPANCY
Courtroom: Fixed Seating

50 occ

A-3 OCCUPANCY
Courtroom: Fixed Seating

40 occ

A-3 OCCUPANCY
Courtroom: Fixed Seating

36 occ

ADDITION (NEW)EXISTING (RENOVATION)
GROSS AREA:  50,802 SF

DESIGN OCCUPANT LOAD:  320
GROSS AREA:  19,338 SF
DESIGN OCCUPANT LOAD: 491

ADDITION (NEW)EXISTING (RENOVATION)

25

78'-0"

18

56

18

48

633737

5 7

18

6
16

9'-
0"

6

185'-0"

76
'-0

"

EX
IT

25

74
'-0

"

52
106

101'-0"

180
180

77
'-0

"

17

2

52

EX
IT

118

118

EXIT 32

I-3 OCCUPANCY
Institutional: Unconcentrated

1606 sf / (15 sf / occ) = 108 occ
(49 MAX)

2012 2011

2010Guidelines

A-3 B

X X
N/A

D 90
EXP. C

DUCHESNE COUNTY JUSTICE CENTER - RENOVATION (EXISTING)

0 0 0 0

YES NO

NO YES; I-3 ONLY
NFPA 13

1 20'-0"

50,802
A-3: UL  SF, B: UL SF, I-3: UL SF, S-1: 48,000 SF

A-3: Aa = UL      B: Aa = UL
I-3: Aa = UL       S-1: Aa = 48,000

N /A

A-3: = UL, B: = UL, I-3: = UL, S-1: = 48,000

X

2
2

1
0
0

320
64" 180"

5 5 9 9
0 0 2 0

3 3 7 7
0

2 3

2012
2012
2012
2012
2012
2012

2
1
0

N/A
0
0
0

ICC / ANSI A117.1 2010

Type IB construction, per IBC 2012, Table  601

I-3 S-1

A-3: If = 0       B: If = 0
I-3: If = 0.5       S-1: If = 0

0

2012 2011

2010Guidelines

A-3 B

X X
N/A

D 90
EXP. C

DUCHESNE COUNTY JUSTICE CENTER - ADDITION (NEW)

0 0 0 0
YES YES

YES YES
NFPA 13

1 21' - 0"

19,338
A-3: 9,500  SF

lf = [467.66' / 586.33' - 0.25] 30/30
lf = 0.55

Aa = { 9,500 + [9,500 x 0.55] + [9,500 x 3]  }
Aa = 9,500 + 5,225 + 28,500
Aa = 43,225

19,338 SF / 43,225 SF =  0.45

43,225 SF

X

0
0
0
0
0
0

491
74" 144"

5 5 4 7
3 0 3 0

5 5 6 6
0

3 1

2012
2012
2012
2012
2012
2012

0
0
0

N/A
0
0
0

ICC / ANSI A117.1 2003

Type IIB construction, per IBC 2009, Table  601
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4 5

EE

BB

A

D

7 9 116 12

13

13

C

F

G G

H H

I I

15

15

19

19

F.4

16

16

17

17

A.2

G.5

15.8

F.5

18

18 2015.5

INTERVIEW
1070

HOLD
1063

HOLD
1062

DISTRICT
COURT

COURTROOM
1059

INTERVIEW
1060

FLEX
OFFICE

1057
INTERVIEW

1056

FLEX
OFFICE

1053

JUVENILE
COURT

COURTROOM
1055

CASE MGR.
1020

CASE MGR.
1030

LEGAL
ASSISTANCE

/
RECEPTION

& FILES
1024

COUNTY
ATTY
1018

DEP. CO.
ATTY.
1017

DEP. CO.
ATTY.
1016

DEP. CO.
ATTY
1015

DEP. CO.
ATTY.
1014

JUSTICE
COURT
JUDGE
E163

JUSTICE
COURT

COURTROOM
E315

JURY ROOM
E322

JURY ROOM
1038

DIST COURT
JUDGE
1040

JUV COURT
JUDGE
1036

DATA
1045

ELEC
1044

BREAK
AREA
1034

JUDICIAL
SERV. &

REP.
1027

FILES /
VAULT
1032

FLEX
OFFICE

1031

APP SPACE
1005

PUB. TERM.
1026

COURT
CLERK
1028

WORK
AREA
1029

SEC.
SCREENING

1007

COURTS
PUBLIC

WAITING
AREA
1006

INTERVIEW
E317

INTERVIEW
1072

DATA
1067

SHERRIFF
SPACE
1078

STORAGE
1074

10.0

9.0

10.0

9.0 8.0

9.0

8.0

9.0

18.0

18.0

12.0

MECHANICAL
1043

CORRIDOR
1061

HOLDING
AREA
1064

HOLDING
AREA
1048

GUARDIAN
AD LITEM
OFFICE

1013

GUARDIAN
AD LITEM
OFFICE

1012

RECEPTION
1011

CONFERENCE
1021

CLERKS
1076

OFFICE
1077

A
4 

/  
A

E1
01

a

A
3 

/  
A

E1
01

b

A
4 

/  
A

E1
01

a

A
3 

/  
A

E1
01

b

PROBATION
E332

PROBATION
E333

SECURITY
E302

MEN
1052

WOMEN
1051

HOLD
1050

HOLD
1049

SECURITY
1010

PHASE II

A TEMPORARY EGRESS DOOR WILL
NEED TO BE PROVIDED HERE
DURING PHASE II CONSTRUCTION

PROBATION, JUDGE, AND
CLERKS WILL NEED TO BE
TEMPORARILY RELOCATED
DURING PHASE II
CONSTRUCTION

A TEMPORARY EGRESS CORRIDOR MAY
NEED TO BE PROVIDED OR THE
"OUTDOOR RECREATION" AREA WILL
NEED TO BE TEMPORARILY CLOSED
DURING PHASE II CONSTRUCTION

TEMPORARY MODIFIED ACCOMODATIONS
WILL NEED TO BE MADE  FOR ACCESS TO
COURTROOM ROOM #114 ALONG GRID 13
DURING PHASE II CONSTRUCTION

A TEMPORARY WALL WILL
NEED TO BE PROVIDED
HERE DURING PHASE II
CONSTRUCTION

A TEMPORARY WALL WILL
BE NEED TO BE PROVIDED
HERE DURING PHASE II
CONSTRUCTIONA TEMPORARY EGRESS CORRIDOR MAY

NEED TO BE PROVIDED FOR
EMERGENCY EGRESS FROM THE
PRISON AREA DURING PHASE II
CONSTRUCTION - VERIFY WITH
DUCHESNE COUNTY WHAT IS NEEDED JAIL EXIT

A TEMPORARY WALL WILL BE NEEDED
HERE DURING PHASE II CONSTRUCTION

PROVIDE MERV-13 FILTERS CHANGED
MONTHLY IN EXISTING CONSTRUCITON
AREA; DUST MITIGATION TO THIS LIMIT

PROPOSED LOCATION FOR TEMPORARY
PROBABTION AND CLERKS DURING
PHASE II CONSTRUCTION

PROPOSED LOCATION FOR TEMPORARY
JUDGE CHAMBERS DURING PHASE II
CONSTRUTION

PHASE II

1.  PROVIDE MERV-13 FILTERS IN EXISTING VAV SYSTEM
THAT SERVICES RENNOVATED SPACES AT BOTH
SUPPLY AND RETURN.  CHANGE FILTERS MONTHLY
DURING CONSTRUCITON.
2.  TEMPORARY WALLS ARE NOT TO DAMAGE EXISTING
FINISHES.  IF DAMAGED, PATCH AND REPAIR TO MATCH
EXISTING FINISHES.

4 5

EE

BB

A

D

7 9 116 12

13

13

C

G G

H H

I I

F.4

G.5

F.5

EXIT
E719

ENTRY
E720

SECURITY
E302

TOILET RM
E303

TOILET RM
E305

PROBATION
E332

PROBATION
E333

WAITING
E330

JAN
E304

CLERK
E340

CLERK
E342

WORK/STOR.
E343

VAULT
E344

REPORT
E345

ATT'Y
E317

ATT'Y
E316

ATT'Y
E311CLERK

E331

JUSTICE
COURT
JUDGE
E341

COUNTY
ATT'Y
E202

ATT'Y
OFFICE
E204

SMALL
COURT
E310

STANDARD
COURT
E315

LOBBY
E301

WORKROOM
E201

LIB. &
CONF.
E203

BREAK
E346

TOILET
E347

STOR
E327

JUDGE
E325

TOILET
E326

SHOWER
E348

EXISTING EGRESS DOOR TO
REMAIN IN OPERATION DURING
PHASE I CONSTRUCTION

JURY ROOM
E313
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H H
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1016

DEP. CO.
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1015
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1014
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1038
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1036
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1044
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VAULT
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CLERK
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WORK
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SEC.
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1007

COURTS
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WAITING
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1006

10.0

9.0

10.0

9.0 8.0

9.0

8.0

9.0

MECHANICAL
1043

CORRIDOR
1061
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1048

GUARDIAN
AD LITEM
OFFICE

1013

GUARDIAN
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OFFICE

1012

RECEPTION
1011

CONFERENCE
1021

15.5

MEN
1052

WOMEN
1051

HOLD
1050

HOLD
1049

SECURITY
1010

PHASE I

A TEMPORARY WALL WILL
BE NEED TO BE PROVIDED
HERE DURING PHASES I &
II CONSTRUCTION

PHASE I

1.  DEMO SITE AND PREP FOR FOOTINGS AND
FOUNDATION OF NEW ADDITION
2.  PROVIDE DUST AND SOUND CONTROL TO ADJACENT
OCCUPIED SPACES.  COORDINATE WITH OWNER FOR
TIMES OF DISRUPTIVE CONSTRUCTION

RE-LOCATE EXISTING
PRISON YARD FENCE
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FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XM08.01 NONE

NONE
SEE A210 SERIES

BRICK VENEER

CONCRETE MASONRY UNIT, SEE
STRUCTURAL FOR SIZE

11 5/8"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
C00 NONE

NONE
SEE A201 SERIES

CAST-IN-PLACE CONCRETE WALL. SEE
STRUCTURAL FOR WIDTH AND
REINFORCEMENT.

VARIES

NONE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.21 NONE

NONE
SEE A210 SERIES

ALUMINUM COMPOSITE PANEL
AIR SPACE

6" METAL STUD FRAMING @ 16" O.C.

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

11 1/8"

1/2" DENS DECK PRIME

FLUID-APPLIED MEMBRANE AIR BARRIER

60 MIL PVC MEMBRANE, FULLY
ADHERED

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.12 NONE

NONE
SEE A210 SERIES

6" METAL STUD FRAMING @ 16" O.C.

9 1/8"

VAPOR RETARDER

2" FOAM BOARD INSULATION

BLANKET INSULATION

1/2" DENS DECK PRIME

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

FLUID-APPLIED MEMBRANE AIR BARRIER

60 MIL TPO MEMBRANE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.20 NONE

NONE
SEE A210 SERIES

ALUMINUM COMPOSITE PANEL
2" FOAM BOARD INSULATION

6" METAL STUD FRAMING @ 16" O.C.

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

11"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.22 NONE

NONE
SEE A210 SERIES

?
5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

VAPOR RETARDER
(1) LAYER 5/8" GYPSUM BOARD

FLUID-APPLIED MEMBRANE AIR BARRIER

9"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.11 NONE

NONE
SEE A210 SERIES

6" METAL STUD FRAMING @ 16" O.C.

9 3/4"

VAPOR RETARDER

2" FOAM BOARD INSULATION

BLANKET INSULATION

1/2" DENS DECK PRIME

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

(1) LAYER 5/8" GYPSUM BOARD

FLUID-APPLIED MEMBRANE AIR BARRIER

60 MIL TPO MEMBRANE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.01 NONE

NONE
SEE A210 SERIES

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
XS06.02 NONE

NONE
SEE A210 SERIES

BRICK VENEER
AIR SPACE

(1) LAYER 5/8" GYPSUM BOARD

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

BRICK VENEER

AIR SPACE

6" METAL STUD FRAMING @ 16" O.C.

1' - 1 7/8"

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

FLUID-APPLIED MEMBRANE AIR BARRIER

VAPOR RETARDER

2" FOAM BOARD INSULATION

1' - 1 7/8"

6" METAL STUD FRAMING @ 16" O.C.

BLANKET INSULATION

60 MIL TPO MEMBRANE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
XC12.01 NONE

NONE
SEE A210 SERIES

CAST-IN-PLACE CONCRETE WALL. SEE
STRUCTURAL FOR WIDTH AND
REINFORCEMENT.

1' - 1 7/8"

1 1/4" 'Z' FURRING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD
VAPOR RETARDER

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

1' - 8 1/4"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XM08.02 NONE

NONE
SEE A210 SERIES

6" METAL STUD FRAMING @ 16" O.C.

FLUID-APPLIED MEMBRANE AIR BARRIER

CONCRETE MASONRY UNIT, SEE
STRUCTURAL FOR SIZE

2" FOAM BOARD INSULATION

1' - 8 1/4"

WATERPROOFING SYSTEM AT
EXTERIOR FACE WHERE BELOW
GRADE, WHERE DESIGNATED C00W

AIR SPACE

BRICK VENEER

VAPOR RETARDER

BLANKET INSULATION

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.10 1 HR
UL U404 (NON-BEARING)

NONE
SEE DETAILS

6" METAL STUD FRAMING @ 16" O.C.

VAPOR RETARDER

2" FOAM BOARD INSULATION

BLANKET INSULATION

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING, TYPE 'X'

FLUID-APPLIED MEMBRANE AIR BARRIER

(2) COAT EXTERIOR GRADE EPOXY
PAINT

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS03.01 NONE

NONE
SEE A210 SERIES

6" METAL STUD FRAMING @ 16" O.C.

BLANKET INSULATION

6" METAL STUD FRAMING @ 16" O.C.

2" FOAM BOARD INSULATION

BRICK VENEER TO MATCH
EXISTING (FROM STOCKPILE)

(1) LAYER 5/8" TYPE 'X' MOISTURE
RESISTANT GYPSUM BOARD, TAPED
WITH 'DURABOND' OR EQUIVALENT
JOINT COMPOUND

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

XS06.13 NONE

NONE
SEE A210 SERIES

6" METAL STUD FRAMING @ 16" O.C.

9 3/4"

VAPOR RETARDER

2" FOAM BOARD INSULATION

BLANKET INSULATION

1/2" DENS DECK PRIME

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

FLUID-APPLIED MEMBRANE AIR BARRIER

(1) LAYER 5/8" GYPSUM BOARD

11 5/8"

(1) LAYER 5/8" GYPSUM BOARD

10"

1" FOAM BOARD INSULATION

NONE

DATE:
DRAWN BY:
CHECKED BY:
NEXUS PROJECT #:

SHEET CONTENTS:

1

A

B

C

E

D

2 3 4 5 6

[PROJECT TITLE]

[STAMP/CONSULTANT]

[NOTES/LEGENDS]

2014

http://www.archnexus.com

Original drawings remain the property of the
Architect and as such the Architect retains
total ownership and control.  The design

represented by these drawings is sold to the
client for a one time use, unless otherwise

agreed upon in writing by the Architect.

Architectural NEXUS, Inc.

© Architectural Nexus, Inc.

2505 East Parleys Way
Salt Lake City,  Utah  84109

T 801.924.5000   F 801.924.5001

REVISIONS#

SA
LT

 L
A

KE
 C

IT
Y 

   
   

   
   

PL
A

C
ER

VI
LL

E 
   

   
   

  S
AC

RA
M

EN
TO

A
  

  
R

  
  
C

  
  

H
  

  
I 
  

 T
  

  
E
  

  
C

  
  

T
  

  
U

  
  

R
  

  
A
  

  
L

SMS

4/
18

/2
01

4 
4:

11
:4

6 
P

M

EXTERIOR WALL
TYPES

Author

D
uc

he
sn

e,
 U

ta
h

13101

18 APRIL 2014

D
U

C
H

ES
N

E 
C

O
U

NT
Y 

JU
ST

IC
E 

C
EN

TE
R

SC
HE

M
A

TI
C 

DE
SI

G
N 

SU
BM

IT
TA

L

GI501

http://www.archnexus.com/


FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S31T 1 HR
UL U419 (NON BEARING)

NONE
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
008 NONE

NONE
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
009 NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36G NONE

STC 50
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S08 NONE

NONE
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S31A 1 HR

UL U440
STC 58

TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S09 NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

7/8" HAT CHANNEL @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

7/8" HAT CHANNEL @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
TYPE 'X' GYPSUM BOARD OTHERWISE.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(2) LAYERS 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

RESILIENT ACOUSTICAL CLIPS WITH 7/8"
FURRING CHANNEL @ 24" O.C. VERTICAL

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S31S 1 HR
UL U419 (NON BEARING)

STC 45
TO DECK ABOVE

3" SOUND ATTENUATION BLANKET

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36S NONE

STC 45
TO DECK ABOVE

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S31 1 HR

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S28

2 1/2" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S29

?

?

2 1/2" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S29T NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

3/8" AIR GAP WHERE ADJACENT TO
CONCRETE OR MASONRY WALL

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

2 1/2" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S32 2 HR

3 5/8" METAL STUD FRAMING @ 16" O.C.

3 5/8" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36T NONE
NONE

STC 45
S039134109

TO DECK

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

7 1/2"

+/- 5 1/4"

4 7/8"

6 1/8"

4 7/8"

4 7/8"

+/- 5 1/4"

6 1/8"

4 7/8"

+/- 3 7/8"

3 1/8"5/8"

5/8"

1 1/2"

1 1/2"

3 1/2"

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

3" SOUND ATTENUATION BLANKET

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36ST NONE

STC 45
TO DECK ABOVE

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.
CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

+/- 5 1/4"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S28G NONE
NONE

STC 30
TO DECK ABOVE

3/8" AIR GAP WHERE ADJACENT TO
CONCRETE OR MASONRY WALL

(2) LAYERS 5/8" GYPSUM BOARD

2 1/2" METAL STUD FRAMING @ 16" O.C.

4 1/8"

3" SOUND ATTENUATION BLANKET

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S36A NONE

STC 58
TO DECK ABOVE

(2) LAYERS 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

RESILIENT ACOUSTICAL CLIPS WITH 7/8"
FURRING CHANNEL @ 24" O.C. VERTICAL

7 1/2"

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

3" SOUND ATTENUATION BLANKET

2" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

VAPOR RETARDER
WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S05.01 2 HR

NONE
PER DETAILS

1/2" X 3/4" COLD-ROLLED CHANNEL
FURRING X CONTINUOUS

(2) LAYERS 5/8" GYPSUM BOARD

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S05.02 NONE

NONE
PER DETAILS

OPPOSING 7/8" X 1 3/8" METAL ANGLE
RUNNERS FURRING X CONTINUOUS

(1) LAYER 5/8" GYPSUM BOARD

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S05.03 NONE

NONE
PER DETAILS

1 1/4" 'Z' FURRING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

2"

2 1/2"

1 7/8"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S09T NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
TYPE 'X' GYPSUM BOARD OTHERWISE.

7/8" HAT CHANNEL @ 16" O.C.

1 7/8"

2" FOAM BOARD INSULATION
WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

2" FOAM BOARD INSULATION
WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

VAPOR RETARDER

WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

1" FOAM BOARD INSULATION

(1) LAYER 5/8" GYPSUM BOARD

3/8" AIR GAP WHERE ADJACENT TO
CONCRETE OR MASONRY WALL

LAMINATE TO SURFACE

LAMINATE TO SURFACE
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FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S37H NONE

NONE
4'-6" AFF

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S37T NONE
NONE
NONE
NONE

6" ABOVE
CEILING

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S37TT 1 HR

UL U419, System B
45

s012947102
B1/G501
C1/G501

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S38

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S37S NONE

STC 39
G.N. 'N', PER DTL.,

OR 6" A.F.C.

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S37 NONE

(1) LAYER 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

4 7/8"

+/- 5 1/4"

+/- 5 5/8"

4 1/4"4 7/8"

4 7/8"

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

7 1/2"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S37A NONE

STC 58
G.N. 'N', PER DTL.,

OR 6" A.F.C.

(2) LAYERS 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

RESILIENT ACOUSTICAL CLIPS WITH 7/8"
FURRING CHANNEL @ 24" O.C. VERTICAL

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S38S NONE

STC 30
TO DECK ABOVE

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

4 1/4"

3" SOUND ATTENUATION BLANKET

3" SOUND ATTENUATION BLANKET

7 1/2"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S37G NONE

STC 50
G.N. 'N', PER DTL.,

OR 6" A.F.C.

(2) LAYERS 5/8" GYPSUM BOARD

3 5/8" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

6 1/8"

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S38ST NONE

STC 30
TO DECK ABOVE

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

+/- 4 5/8"

3" SOUND ATTENUATION BLANKET

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S61S 1 HR

UL U419 (NON BEARING)
STC 44

TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S62 2 HR

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S66 NONE

NONE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S66DS NONE

STC 70
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S61DS 1 HR

IBC TABLE 720.1(2) 13-1.2
STC 64

TO DECK ABOVE

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

6" METAL STUD FRAMING @ 16" O.C.
1" AIR SPACE

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(3) LAYERS 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

6" METAL STUD FRAMING @ 16" O.C.
1" AIR SPACE

(3) LAYERS 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

1' - 4 3/4"1' - 3 1/2"

7 1/4"

8 1/2"

7 1/4"

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S38T

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S39

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S39T

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S42 2 HR

UL U419 (NON BEARING)
NONE

TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S61 1 HR

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S618 NONE

NONE
SEE A210 SERIES

FLUID-APPLIED MEMBRANE AIR BARRIER

6" METAL STUD FRAMING @ 16" O.C.

6 5/8"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
S39G NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

(2) LAYERS 5/8" GYPSUM BOARD

4 7/8"

3 5/8" METAL STUD FRAMING @ 16" O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S37ST NONE

STC 39
G.N. 'N', PER DTL.,

OR 6" A.F.C.

3 5/8" METAL STUD FRAMING @ 16" O.C.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
TYPE 'X' GYPSUM BOARD OTHERWISE.

5 1/4"

(1) LAYER 5/8" GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.
ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.
CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

3 5/8" METAL STUD FRAMING @ 16" O.C.

+/- 4 5/8"

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

4 1/4"

+/- 4 5/8"

3 5/8" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

6 1/2"

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

4" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

7 1/4"

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

3" SOUND ATTENUATION BLANKET

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH
SIDE AT BOTTOM

3" SOUND ATTENUATION BLANKET

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

POLYETHYLENE FILM

POLYETHYLENE FILM

(1) LAYER 5/8" ABUSE-RESISTANT TYPE
'X' GYPSUM BOARD
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FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S66T NONE

NONE
TO DECK ABOVE

(1) LAYER 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S67 NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

CORE:

INTERIOR SIDE:

WALL TYPE:

HEIGHT:
SS42 2 HR

UL  U415 SYSTEM "B"
NONE

TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

SS42T 2 HR
UL U415 SYSTEM "F"

NONE
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

SS42A 2 HR
UL U415 SYSTEM "F"

STC 60
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

SS62 2 HR
UL U415 SYSTEM "B"

NONE
TO DECK ABOVE

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

4" C-H STUD FRAMING @ 24 O.C.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

4" C-H STUD FRAMING @ 24 O.C.

1" GYPSUM SHAFT LINER BOARD

6" C-H STUD FRAMING @ 24 O.C.

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

1" GYPSUM SHAFT LINER BOARD(1) LAYER 5/8" GYPSUM BOARD

1" GYPSUM SHAFT LINER BOARD

(1) LAYER 5/8" TYPE 'X' GYPSUM BOARD

1" GYPSUM SHAFT LINER BOARD

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

RESILIENT ACOUSTICAL CLIPS WITH 7/8"
FURRING CHANNEL @ 24" O.C. VERTICAL

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S66SG NONE

STC 47
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S66S NONE

STC 45
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S68 NONE

NONE
TO DECK ABOVE

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S69 NONE

NONE
G.N. 'N', PER DTL.,

OR 6" A.F.C.

7 5/8"

7 7/8"

7 1/4"

7 1/4"

6 5/8"

6 5/8"

5 1/4"

(1) LAYER 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(2) LAYERS 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD
(1) LAYER 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

6 5/8"

5 5/8"

7 1/4"

(2) LAYERS 5/8" TYPE 'X' GYPSUM BOARD

5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S66GT NONE

STC 50
TO DECK ABOVE

(2) LAYERS 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

CERAMIC TILE OVER THIN SET MORTAR
BED.  SEE FINISH SCHEDULE AND
INTERIOR ELEVATIONS FOR EXTENTS,
SIZE AND TYPE.

9"

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S66G NONE

STC 50
TO DECK ABOVE

(2) LAYERS 5/8" GYPSUM BOARD

6" METAL STUD FRAMING @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

8 1/2"

(1) LAYER 5/8" GYPSUM BOARD
5/8" TILE BACKER BOARD WHERE TILE
OCCURS.  5/8" MOISTURE-RESISTANT
GYPSUM BOARD OTHERWISE.

3" SOUND ATTENUATION BLANKET

3" SOUND ATTENUATION BLANKET

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH
SIDE AT TOP AND BOTTOM

3" SOUND ATTENUATION BLANKET

ACOUSTIC SEALANT EACH SIDE
AT BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

ACOUSTIC SEALANT EACH SIDE
AT TOP AND BOTTOM

VAPOR RETARDER
WHERE ADJACENT TO EXTERIOR
CONCRETE WALL

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

S68B NONE

NONE
TO DECK ABOVE

6 5/8"

6" METAL STUD FRAMING @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

VAPOR RETARDER

BLANKET INSULATION

4" C-H STUD FRAMING @ 24 O.C.

FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

HEAD DETAIL:
SILL DETAIL:

EXTERIOR INTERIOR

EXTERIOR SIDE:

WALL TYPE:

HEIGHT:

CORE:

INTERIOR SIDE:

SS61 1 HR
UL U415 SYSTEM "B"

NONE
TO DECK ABOVE

6" C-H STUD FRAMING @ 24 O.C.

(1) LAYER 5/8" ABUSE-RESISTANT TYPE
'X' GYPSUM BOARD

1" GYPSUM SHAFT LINER BOARD

6 5/8"

BATT INSULATION WHERE ADJACENT
TO EXTERIOR CONCRETE WALL
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FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-03
1 HOUR

IBC TABLE 720.1 (3)
ITEM #1-1.1

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-03T IBC TABLE 720.1 (3)
ITEM #1-1.1

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-05
1 HOUR

IBC TABLE 720.1 (3)
ITEM #1-1.1

TWO-WAY CONCRETE SLAB;
COORDINATE WITH STRUCTURAL

CAST-IN-PLACE CONCRETE FLOOR;
COORDINATE WITH STRUCTURAL

CAST-IN-PLACE CONCRETE FLOOR;
COORDINATE WITH STRUCTURAL

TILE IN THICK-SET MORTAR BED.

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-04
1 HOUR

IBC TABLE 720.1 (3)
ITEM #1-1.1

METAL DECK; COORDINATE WITH
STRUCTURAL

CAST-IN-PLACE CONCRETE FLOOR;
COORDINATE WITH STRUCTURAL

TILE IN THICK-SET MORTAR BED.

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-05T
1 HOUR

IBC TABLE 720.1 (3)
ITEM #1-1.1

TWO-WAY CONCRETE SLAB;
COORDINATE WITH STRUCTURAL

TILE IN THICK-SET MORTAR BED.

1 1
/2"

 R
EC

ES
S

1 1
/2"

 R
EC

ES
S

1 1
/2"

 R
EC

ES
S

CONCRETE STRUCTURE AND SLAB;
COORDINATE WITH STRUCTURAL.

?

CONTROLLED ENVIRONMENT
ROOM; COORDINATE WITH
LABORATORY.  FLOOR SHALL BE
WITHIN 1/2" OF FLUSH WITH
ADJACENT FINISH FLOOR.

SCHEDULED FINISH.

2 3
/4"

 D
EP

RE
SS

IO
N

1 1
/2"

 R
EC

ES
S

?

? ?

1 1
/2"

 R
EC

ES
S

?

?

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-14
1 HOUR

IBC TABLE 720.1 (3)
ITEM #1-1.1

3/4
" R

EC
ES

S

2x10 SHAPED, FIRE-TREATED JOISTS @
16" O.C.

3/4" FIRE-TREATED PLYWOOD

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-01R
FLOOR TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

F-01

COMPACTED GRAVEL SUB-BASE

CONCRETE STRUCTURE AND SLAB;
COORDINATE WITH STRUCTURAL.

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-01T

CONCRETE STRUCTURE AND SLAB;
COORDINATE WITH STRUCTURAL.

TILE IN THICK-SET MORTAR BED.

FLOOR TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

F-02

?

1 1
/2"

 R
EC

ES
S

CONTROLLED ENVIRONMENT
ROOM; COORDINATE WITH
LABORATORY.  FLOOR SHALL BE
WITHIN 1/2" OF FLUSH WITH
ADJACENT FINISH FLOOR.

SCHEDULED FINISH.

CONCRETE STRUCTURE AND SLAB;
COORDINATE WITH STRUCTURAL.

COMPACTED GRAVEL SUB-BASE
COMPACTED GRAVEL SUB-BASE

2 3
/4"

 R
EC

ES
S

SLAB REINFORCEMENT, COORDINATE
WITH STRUCTURAL

SCHEDULED FINISH. SCHEDULED FINISH. SCHEDULED FINISH.

SCHEDULED FINISH.

SCHEDULED FINISH.

METAL DECK; COORDINATE WITH
STRUCTURAL

METAL DECK; COORDINATE WITH
STRUCTURAL
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CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-02
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-03
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-04
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-05

WALL.  SEE ASSEMBLY TYPES. METAL STUD BEARING WALL.  SEE
ASSEMBLY TYPES, COORDINATE
WITH STRUCTURAL.

CEILING TRACK; SEE B2 & B3/A701.

2x2 LAY-IN ACOUSTICAL PANEL CEILING;
SEE FINISH SCHEDULE.

3 5/8" 20 GA. METAL STUD FRAMING @
16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

1 1/2" COLD-ROLLED STEEL CHANNEL @
48" O.C.

(1) LAYER 5/8" GYPSUM BOARD

FURRING CHANNEL CLIP (2) LAYERS 5/8" GYPSUM BOARD

HANGER WIRE

SCHEDULED FINISH

SCHEDULED FINISH

3

HANGER WIRE

7/8" HAT FURRING CHANNEL @ 24" O.C.

SCHEDULED FINISH

SCHEDULED FINISH

METAL STUD JOISTS.  COORDINATE
WITH STRUCTURAL.

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-06

6" METAL STUD FRAMING @ 16" O.C.
(1) LAYER 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD

SCHEDULED FINISH

SCHEDULED FINISH

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-01

CEILING TRACK; SEE B2 & B3/A701.
R-19 BATT INSULATION

HANGER WIRE

HOLD-DOWN CLIPS, TYP

WALL.  SEE ASSEMBLY TYPES.

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-07

3 5/8" 20 GA. METAL STUD FRAMING @
16" O.C.

1 1/2" x 12" EXTERIOR LINEAR METAL
CEILING PANEL

3 5/8" 18 GA. METAL STUD DIAGONAL
BRACING @ 48" O.C.

3 5/8" 18 GA. METAL STUD SUPPORTS @
4'-0" O.C. EACH STUD

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-08
2 HR

WHI-495 PSH 0154/0167

4" 20 GA. METAL C-H STUDS @ 24" O.C.

(2) LAYERS 1/2" TYPE "C" GYPSUM
BOARD

1" GYPSUM SHAFT LINER BOARD

EPOXY PAINT

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-09
1 HR

UL L527
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-10
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-11
CEILING TYPE: FIRE RATING:

FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-12

6" 18 GA. METAL STUD JOISTS @ 16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

(2) LAYERS 5/8" GYPSUM BOARD

ADHERED TO CONCRETE ABOVE

CARPET. SEE FINISH SCHEDULE.

3/4" FIRE-TREATED PLYWOOD

LAY-IN ACOUSTICAL PANEL CEILING,
24"x24", WITH 4"x24" CENTERED ON ALL
PRIME GRID LINES; SEE FINISH
SCHEDULE.

2x6 LAY-IN ACOUSTICAL PANEL CEILING;
SEE FINISH SCHEDULE.

HANGER WIRE HANGER WIRE

SCHEDULED FINISH SCHEDULED FINISH

CEILING TRACK; SEE B2 & B3/A701. CEILING TRACK; SEE B2 & B3/A701.

1/2 " RESILIENT CHANNEL @ 16" O.C.

GRID

4"

HANGER WIRE

CEILING TRACK; SEE B2 & B3/A701.

R-19 BATT INSULATION

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-13

2x8 LAY-IN ACOUSTICAL PANEL CEILING;
SEE FINISH SCHEDULE.

HANGER WIRE

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-14

(1) LAYER 5/8" GYPSUM BOARD

7/8" HAT CHANNEL @ 16" O.C.

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-15

2x4 LAY-IN ACOUSTICAL PANEL CEILING;
SEE FINISH SCHEDULE.

HANGER WIRE

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-16
NONE

NONE

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-17

6" 18 GA. METAL STUD JOISTS @ 16" O.C.

(2) LAYERS 5/8" GYPSUM BOARD

(1) LAYER 5/8" GYPSUM BOARD
3/4" FIRE-TREATED PLYWOOD

CONCRETE SLAB. SEE STRUCTURAL.

VIBRATION CONTROL HANGER @ 24"
O.C.; MASON INDUSTRIES TYPE 30-C OR
EQUIVALENT

1/2" x 5" EXPANSION BOLT

1/2" DIA. THREADED ROD

PRE-FINISHED WOOD SLAT CEILING,
ASTM CLASS A FIRE-RETARDANT

x CONT.
3 3/4" 3/4"

3/4
"

CEILING TRACK; SEE B2 & B3/A701. CEILING TRACK; SEE B2 & B3/A701.

SCHEDULED FINISH

SCHEDULED FINISH

CONCRETE STRUCTURE. SEE
STRUCTURAL.

CEILING TRACK; SEE B2 & B3/A701.

HANGER WIRE

CONT. WOOD BACKER STRIP

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-19

1 1/2" METAL STUD BACKER FRAME @
24" O.C.

HANGER WIREHANGER WIRE

NOTE: SEE PLANS AND SECTIONS
FOR DIMENSIONS.

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-20

3 5/8" 20 GA. METAL STUD FRAMING @
16" O.C.
5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

2" FOAM BOARD INSULATION

ALUMINUM COMPOSITE PANEL

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-21

3 5/8" 20 GA. METAL STUD FRAMING @
16" O.C.

(1) LAYER 5/8" GYPSUM BOARD

NOTE: SEISMIC BRACE SIMILAR TO
B2 & B3/A701.

3/4" WOOD-VENEERED PARTICLE BOARD

CEILING TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

CL-26

3 5/8" METAL STUD FRAMING @ 16" O.C.

VAPOR RETARDER

5/8" EXTERIOR GLASS-MAT GYPSUM
WALL SHEATHING

1/2" DENS DECK PRIME

2" FOAM BOARD INSULATION
FLUID-APPLIED MEMBRANE AIR BARRIER

BLANKET INSULATION
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 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-01
NONE

N/A

3" 20 PSI POLYISOCYANURATE BOARD
INSULATION

CONCRETE STRUCTURE AND SLAB;
COORDINATE WITH STRUCTURAL

?

?

 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-02
1 HOUR, CLASS B

UL P819

3" 20 PSI POLYISOCYANURATE BOARD
INSULATION

METAL DECK; COORDINATE WITH
STRUCTURAL

 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-06
1 HOUR, CLASS B

IBC TABLE 720.1(3), ITEM
#1-1.1

HYDRODRAIN 300

3" 25 PSI EXTRUDED POLYSTYRENE
BOARD INSULATION

2'x2'x2" PRECAST CONCRETE UNIT
PAVERS ON 1/2" PEDESTALS

CONCRETE STRUCTURE; COORDINATE
WITH STRUCTURAL

PAVER PEDESTAL EACH CORNER.  SHIM
AS REQUIRED.

PRIMED CONCRETE

3" 20 PSI POLYISOCYANURATE BOARD
INSULATION
TAPERED 1.5 PCF EXPANDED
POLYSTYRENE BOARD INSULATION

60 MIL TPO MEMBRANE, MECHANICALLY
FASTENED

AIR/VAPOR BARRIER, SELF ADHERING
WITH SHEET METAL BRIDGING AT LAP
JOINTS PER MANUFACTURER'S
REQUIREMENTS

STEEL BEAM; COORDINATE
WITH STRUCTURAL

FILTER FABRIC

REINFORCED HOT FLUID-APPLIED
RUBBERIZED ASPHALT
WATERPROOFING MEMBRANE

 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-04
1 HOUR, CLASS B

IBC TABLE 720.1(3), ITEM
#1-1.1

12 PSF ROCK BALLAST

FILTER FABRIC

3" 25 PSI EXTRUDED POLYSTYRENE
BOARD INSULATION
3" 25 PSI EXTRUDED POLYSTYRENE
BOARD INSULATION
HYDRODRAIN 300
HYDRO FLEX 30 PROTECTION SHEET

PRIMED CONCRETE

CONCRETE STRUCTURE; COORDINATE
WITH STRUCTURAL

HYDRO FLEX 30 PROTECTION SHEETREINFORCED HOT FLUID-APPLIED
RUBBERIZED ASPHALT
WATERPROOFING MEMBRANE

+/-
 9"

 (1
0"

 A
T 

DO
OR

)

+/
- 8

"

SLOPE 2% MIN. SLOPE2% MIN.

PRIMED CONCRETE

BUILD UP
AND SLOPE
2% AWAY
FROM DOOR

SPRAY-APPLIED FIRE PROOFING

 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-07
NONE

1/2" DENS DECK

TAPERED 1.5 PCF EXPANDED
POLYSTYRENE BOARD INSULATION

1/2" DENS DECK

METAL DECK; COORDINATE WITH
STRUCTURAL

STEEL BEAM; COORDINATE
WITH STRUCTURAL

PEEL STOP STRAP AND ANCHORS PER
MANUFACTURERS REQUIREMENTS

SLOPE2% MIN.

SPRAY-APPLIED FIRE PROOFING

(1) LAYER 5/8" GYPSUM BOARD

PEEL STOP STRAP AND ANCHORS PER
MANUFACTURERS REQUIREMENTS

ROCK BALLAST; SEE ROOF PLAN FOR
WEIGHT AT VARIOUS LOCATIONS

 ROOF TYPE: FIRE RATING:
FIRE TEST:
SOUND RATING:
SOUND TEST:

R-08
1 HOUR, CLASS B

(1) LAYER 5/8" GYPSUM BOARD

VAPOR RETARDER

METAL JOISTS - COORDINATE
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A. PROTECT WALLS, CEILINGS, FLOORS AND OTHER
EXISTING FINISH WORK THAT ARE TO REMAIN OR
THAT ARE EXPOSED DURING SELECTIVE
DEMOLITION OPERATIONS

B. PATCH AND REPAIR DAMAGE IN WALLS, CEILINGS,
AND FLOORS RESULTING FROM DEMOLITION OF
EXISTING ITEMS OR CONSTRUCTION OF NEW
ITEMS AND/OR REPLACE WITH NEW TO MATCH
EXISTING.  CLEAN AND PREPARE TO RECEIVE NEW
FINISH.

C. PROTECT ADJACENT AREAS FROM DUST AND
DEBRIS DURING SELECTIVE DEMOLITION
OPERATIONS.

D. TRANSPORT DEMOLISHED MATERIALS OFF
OWNER'S PROPERTY AND LEGALLY DISPOSE OF
DEBRIS.

E. FIELD VERIFY EXISTING CONDITIONS AND THEIR
COMPATIBILITY WITH NEW CONSTRUCTION PRIOR
TO THE COMMENCEMENT OF WORK.  COORDINATE
DISCREPANCIES WITH ARCHITECT.

F. CLEAN ADJACENT IMPROVEMENTS OF DUST, DIRT,
AND DEBRIS CAUSE BY SELECTIVE DEMOLITION
OPERATIONS.  RETURN ADJACENT AREAS TO
CONDITION EXISTING BEFORE SELECTIVE
DEMOLTION OPERATIONS BEGAN.

G. SEE MECHANICAL, ELECTRICAL, AND AUDIO-
VISUAL DRAWINGS FOR ADDITIONAL
INFORMATION.  COORDINATE DISCREPANCIES
WITH ARCHITECT PRIOR TO PROCEEDING WITH
WORK.
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B. FIELD VERIFY ALL EXISTING CONDITIONS AND
THEIR COMPATIBILITY WITH NEW CONSTRUCTION
PRIOR TO THE COMMENCEMENT OF WORK.
COORDINATE DISCREPANCIES WITH ARCHITECT.

C. DO NOT SCALE DRAWINGS.
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ELECTRICAL DRAWINGS FOR MORE
INFORMATION.
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KEYNOTE - BUILDING SECTION
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http://www.archnexus.com/


A. WALL DIMENSIONS ARE TO GRID LINE OR FACE OF
WALL STRUCTURE.  "CLEAR" DIMENSIONS ARE TO
FACE OF WALL FINISH.

B. SEE CIVIL, STRUCTURAL, MECHANICAL AND
ELECTRICAL DRAWINGS FOR MORE INFORMATION.

C. SEE G SERIES SHEETS FOR WALL TYPES AND
TYPICAL ACCESSIBILITY CLEARANCE AND
COMPLIANCE REQUIREMENTS.

D. DO NOT SCALE DRAWINGS.

GENERAL NOTE -
WALL SECTION

LEVEL 01
100' - 0"

C

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

A.2

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

DATE:
DRAWN BY:
CHECKED BY:
NEXUS PROJECT #:

SHEET CONTENTS:

1

A

B

C

E

D

2 3 4 5 6

[PROJECT TITLE]

[STAMP/CONSULTANT]

[NOTES/LEGENDS]

2014

http://www.archnexus.com

Original drawings remain the property of the
Architect and as such the Architect retains
total ownership and control.  The design

represented by these drawings is sold to the
client for a one time use, unless otherwise

agreed upon in writing by the Architect.

Architectural NEXUS, Inc.

© Architectural Nexus, Inc.

2505 East Parleys Way
Salt Lake City,  Utah  84109

T 801.924.5000   F 801.924.5001

REVISIONS#

SA
LT

 L
A

KE
 C

IT
Y 

   
   

   
   

PL
A

C
ER

VI
LL

E 
   

   
   

  S
AC

RA
M

EN
TO

A
  

  
R

  
  
C

  
  

H
  

  
I 
  

 T
  

  
E
  

  
C

  
  

T
  

  
U

  
  

R
  

  
A
  

  
L

SMS

4/
18

/2
01

4 
4:

11
:0

2 
P

M

WALL SECTIONS

Author

D
uc

he
sn

e,
 U

ta
h

13101

18 APRIL 2014

D
U

C
H

ES
N

E 
C

O
U

NT
Y 

JU
ST

IC
E 

C
EN

TE
R

SC
HE

M
A

TI
C 

DE
SI

G
N 

SU
BM

IT
TA

L

AE351

KEYNOTE - BUILDING SECTION
1 EXISTING ROOF TO REMAIN
2 SINGLE-PLY ROOF OVER INSULATION
3 EXTERIOR WALL - EIFS ON 3" INSULATION

BOARD ON 6" METAL STUDS
4 CONCRETE SLAB ON GRADE WITH

SCHEDULED FLOOR FINISH
5 CEILING
6 INTERIOR ALUMINUM STOREFRONT SYSTEM
7 EXISTING SKYLIGHT WITH NEW INTERIOR

WALL OPENINGS
8 INTERIOR CURTAINWALL POINT

SUSPENSION GLAZING SYSTEM

http://www.archnexus.com/


LEVEL 01
100' - 0"

A.2

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

LEVEL 01
100' - 0"

1920

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

20

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

20

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

A. WALL DIMENSIONS ARE TO GRID LINE OR FACE OF
WALL STRUCTURE.  "CLEAR" DIMENSIONS ARE TO
FACE OF WALL FINISH.

B. SEE CIVIL, STRUCTURAL, MECHANICAL AND
ELECTRICAL DRAWINGS FOR MORE INFORMATION.

C. SEE G SERIES SHEETS FOR WALL TYPES AND
TYPICAL ACCESSIBILITY CLEARANCE AND
COMPLIANCE REQUIREMENTS.

D. DO NOT SCALE DRAWINGS.

GENERAL NOTE -
WALL SECTION

DATE:
DRAWN BY:
CHECKED BY:
NEXUS PROJECT #:

SHEET CONTENTS:

1

A

B

C

E

D

2 3 4 5 6

[PROJECT TITLE]

[STAMP/CONSULTANT]

[NOTES/LEGENDS]

2014

http://www.archnexus.com

Original drawings remain the property of the
Architect and as such the Architect retains
total ownership and control.  The design

represented by these drawings is sold to the
client for a one time use, unless otherwise

agreed upon in writing by the Architect.

Architectural NEXUS, Inc.

© Architectural Nexus, Inc.

2505 East Parleys Way
Salt Lake City,  Utah  84109

T 801.924.5000   F 801.924.5001

REVISIONS#

SA
LT

 L
A

KE
 C

IT
Y 

   
   

   
   

PL
A

C
ER

VI
LL

E 
   

   
   

  S
AC

RA
M

EN
TO

A
  

  
R

  
  
C

  
  

H
  

  
I 
  

 T
  

  
E
  

  
C

  
  

T
  

  
U

  
  

R
  

  
A
  

  
L

SMS

4/
18

/2
01

4 
4:

11
:0

3 
P

M

WALL SECTIONS

Author

D
uc

he
sn

e,
 U

ta
h

13101

18 APRIL 2014

D
U

C
H

ES
N

E 
C

O
U

NT
Y 

JU
ST

IC
E 

C
EN

TE
R

SC
HE

M
A

TI
C 

DE
SI

G
N 

SU
BM

IT
TA

L

AE352

KEYNOTE - WALL SECTION
1 FULL KEYNOTE DESCRIPTION

http://www.archnexus.com/


LEVEL 01
100' - 0"

20

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

G.5

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

LEVEL 01
100' - 0"

DETENTION MEZZANINE
108' - 8"

13

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

LEVEL 01
100' - 0"

ROOF PLAN
125' - 0"

DETENTION MEZZANINE
108' - 8"

I

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

A. WALL DIMENSIONS ARE TO GRID LINE OR FACE OF
WALL STRUCTURE.  "CLEAR" DIMENSIONS ARE TO
FACE OF WALL FINISH.

B. SEE CIVIL, STRUCTURAL, MECHANICAL AND
ELECTRICAL DRAWINGS FOR MORE INFORMATION.

C. SEE G SERIES SHEETS FOR WALL TYPES AND
TYPICAL ACCESSIBILITY CLEARANCE AND
COMPLIANCE REQUIREMENTS.

D. DO NOT SCALE DRAWINGS.

GENERAL NOTE -
WALL SECTION

DATE:
DRAWN BY:
CHECKED BY:
NEXUS PROJECT #:

SHEET CONTENTS:

1

A

B

C

E

D

2 3 4 5 6

[PROJECT TITLE]

[STAMP/CONSULTANT]

[NOTES/LEGENDS]

2014

http://www.archnexus.com

Original drawings remain the property of the
Architect and as such the Architect retains
total ownership and control.  The design

represented by these drawings is sold to the
client for a one time use, unless otherwise

agreed upon in writing by the Architect.

Architectural NEXUS, Inc.

© Architectural Nexus, Inc.

2505 East Parleys Way
Salt Lake City,  Utah  84109

T 801.924.5000   F 801.924.5001

REVISIONS#

SA
LT

 L
A

KE
 C

IT
Y 

   
   

   
   

PL
A

C
ER

VI
LL

E 
   

   
   

  S
AC

RA
M

EN
TO

A
  

  
R

  
  
C

  
  

H
  

  
I 
  

 T
  

  
E
  

  
C

  
  

T
  

  
U

  
  

R
  

  
A
  

  
L

SMS

4/
18

/2
01

4 
4:

11
:0

5 
P

M

WALL SECTIONS

Author

D
uc

he
sn

e,
 U

ta
h

13101

18 APRIL 2014

D
U

C
H

ES
N

E 
C

O
U

NT
Y 

JU
ST

IC
E 

C
EN

TE
R

SC
HE

M
A

TI
C 

DE
SI

G
N 

SU
BM

IT
TA

L

AE353

KEYNOTE - WALL SECTION
1 FULL KEYNOTE DESCRIPTION

http://www.archnexus.com/


LEVEL 01
100' - 0"

E

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

D

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

LEVEL 01
100' - 0"

C

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

T.O. DETENTION EXT WALL
122' - 0"

G

T.O. PARAPET
115' - 4"

T.O. CLERESTORY ROOF
119' - 0"

A. WALL DIMENSIONS ARE TO GRID LINE OR FACE OF
WALL STRUCTURE.  "CLEAR" DIMENSIONS ARE TO
FACE OF WALL FINISH.

B. SEE CIVIL, STRUCTURAL, MECHANICAL AND
ELECTRICAL DRAWINGS FOR MORE INFORMATION.

C. SEE G SERIES SHEETS FOR WALL TYPES AND
TYPICAL ACCESSIBILITY CLEARANCE AND
COMPLIANCE REQUIREMENTS.

D. DO NOT SCALE DRAWINGS.

GENERAL NOTE -
WALL SECTION

DATE:
DRAWN BY:
CHECKED BY:
NEXUS PROJECT #:

SHEET CONTENTS:

1

A

B

C

E

D

2 3 4 5 6

[PROJECT TITLE]

[STAMP/CONSULTANT]

[NOTES/LEGENDS]

2014

http://www.archnexus.com

Original drawings remain the property of the
Architect and as such the Architect retains
total ownership and control.  The design

represented by these drawings is sold to the
client for a one time use, unless otherwise

agreed upon in writing by the Architect.

Architectural NEXUS, Inc.

© Architectural Nexus, Inc.

2505 East Parleys Way
Salt Lake City,  Utah  84109

T 801.924.5000   F 801.924.5001

REVISIONS#

SA
LT

 L
A

KE
 C

IT
Y 

   
   

   
   

PL
A

C
ER

VI
LL

E 
   

   
   

  S
AC

RA
M

EN
TO

A
  

  
R

  
  
C

  
  

H
  

  
I 
  

 T
  

  
E
  

  
C

  
  

T
  

  
U

  
  

R
  

  
A
  

  
L

SMS

4/
18

/2
01

4 
4:

11
:0

6 
P

M

PARTIAL WALL
SECTIONS

Author

D
uc

he
sn

e,
 U

ta
h

13101

18 APRIL 2014

D
U

C
H

ES
N

E 
C

O
U

NT
Y 

JU
ST

IC
E 

C
EN

TE
R

SC
HE

M
A

TI
C 

DE
SI

G
N 

SU
BM

IT
TA

L

AE354

KEYNOTE - WALL SECTION
1 FULL KEYNOTE DESCRIPTION

http://www.archnexus.com/
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 3" = 1'-0"AE701
B6 CORNER GUARD DETAIL
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